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Munters Reventa »ZED« 1000 / 1500
Air inlets

For a draught-free inflow of fresh air from the roof space to 
the stable. The ceiling inlets »ZED« 1000 / 1500 / 1500 double 
inlet are universally applicable ceiling inlets from CFC-free, 
resistant and highly insulating polyurethane rigid foam.

Due to the geometry of the shutter, fresh air is channelled 
along the ceiling such that draughts are avoided. The inlets are 
self-opening and are drawn closed. 

With the ceiling inlets »ZED« 1000 / 1500 it is possible to 
implement differentiated opening using a motor control set. 
This control set enables the delayed opening and closing of 
inlets linked by a rope. 

A flange sits around the inlet and serves as a frame in the sus-
pended ceiling. The mount for the flap is attached at the sides, 
is low-wear and functionally reliable. It opens downwards, 
control takes place by means of release. Several inlets can be 
controlled via one pull rod.

»ZED« 1000 / 1500 »ZED« 1500 double inlet

Advantages
•	 Higher air flow

•	 Good mechanical characteristics 

•	 Robust design

•	 High insulation value

•	 Practical rope fastener

•	 Optimum closing and good sealing

•	 Easy to clean
»ZED« 1000 / 1500

»ZED« 1500 double inlet
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Munters Reventa »ZED« 1000 / 1500
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Air inlets

»ZED« 1000 a o. »ZED« 1500 sa. o. »ZED« 1500 Doppelventil a. o.

Air flow 10 Pa [m³/h] 900 1.200 2.600

Air flow 20 Pa [m³/h] 1.300 1.800 3.800

Air flow 30 Pa [m³/h] 1.600 2.200 4.500

Pulling forces [N] 15 20 2 x 20

Stroke way [mm] 220 220 220

Mounting dimension [mm] 240 x 535 240 x 780 590 x 790

 a.o. = automatic opening

Technical specifications

Dimensions
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»ZED« 1000 »ZED« 1500 »ZED« 1500 double inlet

Quantity 42 28 8 

Pallet size [W x L x H] 1,3 x 1,3 x approx. 2,1 m 1,3 x 1,3 x approx. 2,2 m 1,0 x 1,0 x approx. 2,2 m

A B C D E F

»ZED« 1000 400 mm 240 mm 140 mm 535 mm 605 mm ca. 215 mm 

»ZED« 1500 400 mm 240 mm 140 mm 780 mm 845 mm ca. 215 mm

»ZED« 1500 double inlet 800 mm 590 mm 140 mm 790 mm 845 mm ca. 215 mm
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Status Änderungen Datum Name

Gezeichnet

Kontrolliert

Norm

Datum Name
01.03.2012 C.Straeter
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»ZED« 1000/ »ZED« 1500

»ZED« 1000 »ZED« 1500 »ZED« 1500 double inlet

»ZED« 1500 double inlet


