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Reventa »Heat-X«® Crossflow

Heat exchangers are being used increasingly 
commonly in poultry farming to compensate 
for rising energy prices. In addition to the 
already well-known „Heat-X Rotate“ with a 
capacity of 20,000 m3/h, we now also offer a 
heat exchanger with 10,000 m³/h capacity.
The Heat-X 10K is installed in a plastic 
housing that can be easily installed in the 
stable wall. The warm exhaust air from the 
stable heats the fresh air as it streams in via 
a cross-flow heat exchanger. The exhaust 
air duct can be extended as required and 
adapted to the conditions on site.

Technical data
Dimensions: 
H = 3,620 mm 
B = 1,210 mm 
T = 1,930 mm
Material: 
Housing PP, plate-type heat exchanger made 
from corrosion-resistant aluminium sheet
Fan: 
2x Ziehl-Abegg EC-Blue fan,  
50 Hz, 1.25 kW, 3~ 230 V

Advantages
  �Up to 60% heat recovery
  �Drier litter due to increased ventilation 
rate

  �Very good air distribution with a capacity 
of 10,000 m3/h thanks to special air inlet 
flap

  �Compact design in corrosion-resistant 
plastic housing  
 
Very low maintenance requirements

  �Easy cleaning thanks to special coating 
and large lamellae spacing. All sides of 
the heat exchanger are accessible

  �Low electrical costs due to high-effi-
ciency fans with EC motors


