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E-Line Motor

Vortex 51 E-Line

Exhaust Fan

The E-Line EC Motor is the ideal solution for large-scale 
livestock and poultry producers seeking:

•	 Lower total ownership cost
•	 Reliable, consistent airflow
•	 Simple installation and operation
•	 Connected technology that enhances control

Durability in harsh, real-world agricultural environments
With the Vortex 51™ paired with the E-Line EC Motor, 
Aerotech® delivers a ventilation solution that raises the 
standard for performance, affordability, and ease of use 
helping producers protect animal health, maintain airflow 
consistency, and streamline operations year-round.

Why Choose the NEW E-Line Motor?
•	 Budget-Friendly Performance 

A lower-cost alternative to the Munters Drive G2 motor with 
no compromise in airflow, efficiency, or reliability.

•	 High Efficiency 
Delivers performance comparable to the Munters Drive G2, 
ensuring strong airflow and consistent ventilation for livestock 
and poultry environments.

•	 Smart, Connected Technology 
Integrated Modbus communication allows real-time system 
monitoring and control. Bluetooth capability enables 
rapid setup and access to live performance data through a 
smartphone.

•	 Compact, Integrated Design 
Built-in controller eliminates the need for external 
components, streamlining installation and creating a clean, 
efficient setup.

•	 Ag-Tested and Field-Ready 
Engineered to withstand the challenges of agriculture—
including dust, humidity, harsh washdowns, ammonia 
exposure, and extreme temperature swings.

•	 Proven EC Motor Expertise 
Backed by more than 12 years of industry experience in high-
performance EC motor design. Trusted engineering, reliable 
components, and industry-leading support.

Efficient. Affordable. Built for Agriculture.

The Vortex 51™ featuring the NEW E-Line EC Motor delivers 
powerful airflow performance, intuitive smart connectivity, 
and long-term reliability now at a more accessible price point. 
Purpose-built for demanding agricultural environments, 
this next-generation motor offers the ideal combination 
of durability, simplicity, and value without compromise. 
Designed for producers who need dependable ventilation 
backed by proven EC motor expertise, the E-Line Motor 
provides a strong, cost-effective alternative while maintaining 
the performance you expect from Aerotech®.

Munters Aerotech Vortex 51 E-Line
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Exhaust Fan
Munters Aerotech Vortex 51 E-Line
Dimensions
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1.1 Parts List

Unpacking the Equipment

1.

    Each Fan includes:
1 – Belt Drive Fan
1 – Cone
1 – Guard
1 – Shutter 
1 – Hardware Package as follows:

[A]

[B]

[C]

[D]

Before beginning installation, check the overall condition of the equipment. Remove packing materials, and 
examine all components for signs of shipping damage. Any shipping damage is the customer's responsibility and 
should be reported immediately to your freight carrier. Fan is shipped complete with all accessories. Remove 
shutter, guard and cone sections before proceeding with installation.

1.2 Fan Dimensions
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Fan 
Dia. A B C1* C2* D E F1* F2* G H I J K-Dia.

51" 7" 291⁄2" 71⁄2" 8" 601⁄2" 59" 301⁄4" 261⁄2" 543⁄16" 233⁄16" 11" 25⁄16" 65"
55" 73⁄8" 313⁄8" 73⁄4" 73⁄4" 635⁄8" 623⁄4" 277⁄8" 317⁄8" 589⁄16" 2515⁄16" 113⁄4" 25⁄16" 70"

561⁄4"W. x 573⁄4"H.
60" W. x 611⁄4" H.

WALL OPENING
   (I.D., framed)

*Dimensions Plus/Minus 1⁄4", Field Verify

E

Fan Specifications: 60Hz shown (50Hz available)
Power: 230 VAC  or  230/460 VAC
Phase:       1         or        3  

HP1156 – 51”/55” Fan, One Piece Cone, PT/PV Shutter

ID Qty. Cat. No. Description
[A] 12 KS2105 #14 x 1.5” Lag Screw, SS
[B] 8 KS0650 1⁄4”-20 x 7⁄8” Truss Head Bolt, SS
[C] 8 KN1717 1⁄4”-20 Hex Flange, Nylock Nut, SS
[D] 8 KW3012 1⁄4” x 1” O.D. Flat Washer, SS

Performance

Prop 
RPM

0.0" SP 0.05" SP 0.10" SP 0.15" SP 0.20" SP
BESS 
Test VX51 E-Line CFM

CFM
Watt CFM

CFM
Watt CFM

CFM
Watt CFM

CFM
Watt CFM

CFM
Watt AFR

Three Phase - 460V

VX51DEF43CT-HE 593 30,500 24.8 29,100 22.5 27,500 20.3 25,700 18.5 23,700 16.5 0.81 25409

VX51DEF43CT-HO 645 33,000 21.1 31,700 19.4 30,400 17.8 29,100 16.5 27,600 15.4 0.87 25410

A B C D E F G H I J K -Dia Wall Opening

7” 29½” 71/2” 8” 60½” 59” 30¼” 26½” 543/4” 233⁄16” 65” 56¼”W x 573⁄4”H


